


Specifications

Input Channels

DIGITAL DEMODULATOR

Rack Mounted Solutions Available

2 - 135 CATV (54 - 560 MHz)
2 - 13 VHF (470 - 806 Mhz)
14-69 UHF (470 - 806 Mhz)

VIDEO OQUTPUT

Input Power Range -25 to 40 dBmV
Noise Figure <8dB
Formats ATSC/8VSB

AUDIO OQUTPUT

Formats Baseband
Aspect Ratio 4:3/16:9
Output Level 1Vp-p+0.2Vp-p
Impedance 75 Ohms
Frequency Response +1.5dB

DATA 1/O
Connector

FRONT PANEL

5 Key Function Controls

Formats Stereo L/R
Qutput Level 1Vp-p
Impedence 600 Ohms
Harmonic Distortion (THD) 1% Max
Outputs Baseband

RS-232

ASPECT / ZOOM
CH+
CH-
SCAN

AIR/CABLE

AUDIO (SAP CAPABLE)

LED Display (Power, Signal Strength & Channel Lock)

CONNECTORS

RF In F

Composite Video RCA,
Stereo Audio L/R RCA

Outputs

Power Requirements 120VAC, 60 Hz, 8.33W

Operating Temperature 0 to 50 Celsius

Dimensions LL-DD: 19" x 3.5" x 1.75"

Weight 3.5 Ibs.
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