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Fortex™ DT Single Jacket
Loose Tube CableOFS Fortex™ DT Loose Tube Cable delivers the rugged durabil-

ity and reliability essential for outside plant use in an innova-
tive, completely dry cable design.

Unlike traditional outside plant (OSP) fi ber optic cables that use 
gels in direct contact with optical fi bers, the Fortex DT Cable 
replaces gels with a specially-engineered, super-absorbent yarn 
in each buffer tube that provides water-blocking “on demand”. 
By eliminating messy gels and fi lling compounds inside the 
buffer tubes, Fortex DT Cable offers almost effortless splice prepara-
tion and a lower overall cable weight.  Why not lose the gel today?

In addition to being completely gel free, Fortex DT Cables also offer 
the same high-performance features as OFS’ traditional loose tube 
cables.  Our 2.5 mm buffer tubes – among the smallest standard buffer 
tubes in the industry – create far less bulk to be stored in closures and 
pedestals.  Smaller tubes also coil more easily and into small diame-
ters.  The Reverse Oscillating Lay (ROL) stranding of the buffer tubes 
enables easy mid-span access and cable entry.

Available in all-dielectric and armored constructions, this cable is 
suitable for a broad range of outside plant applications, including 
duct, lashed aerial, and direct buried deployments.   Fortex DT Cables 
are RUS listed and meet the industry requirements of ANSI/ICEA S-
87-640-1999, Telcordia (formerly Bellcore) GR-20-CORE, Issue 2, 
and RUS PE-90.

As the industry’s fi rst 100%1 dry loose tube cable to 
meet the water-blocking requirements of ANSI/ICEA 

and Telcordia OSP cable standards, the Fortex DT Cable 
offers all the benefi ts of a standard loose tube cable plus it’s 
completely dry – even inside the buffer tube! With Fortex DT 
Cable, there are no gels, oils or sticky gooey stuff to collect 
dirt, make fl oors slippery, or to ruin your clothes.   By select-
ing Fortex DT Cables, your tools, workspace, closures, and 
cabinets all stay cleaner.  In addition, dry cables are lighter 
in weight making them easier to handle and less of a load on 
your crew and on your aerial plant infrastructure. 

Features and Benefits:Features and Benefits:Features and Benefits:

• Totally dry, gel-free cable design for cleaner, 
faster installations 

• Highly durable and reliable for outside plant 
lashed aerial, duct, and direct buried installa-
tions 

• Smaller buffer tubes for easier installation and 
routing

• ROL stranding for easy mid-span entry
• Up to 288 fibers
• High-density polyethylene (HDPE) jacket avail-

able on request
• RUS listed and compliant with ANSI/ICEA, 

Telcordia (formerly Bellcore ), and IEC specifi-
cations for reliable performance

• Available with OFS AllWave® Zero Water 
Peak (ZWP) single-mode fiber, as well as 
TrueWave® and multimode fibers.

Cleaner, Easier Installations with Completely Dry Cable
Lose the Gel!

1) “100% dry” indicates that no oils, gels, or fl ooding compounds are used 
to block water penetration in the fi ber optic cable sheath or core.






